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Keyfacts.

High Voltage Test AC
c Very high voltages and currents
Up to 100 kV and 25 000 VA

I:II:I Mobile solution on test trolley
e O
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Features.

J

.y

’ ‘

5

Ramp function and breakdown voltage
detection

Shutdown above threshold value, ARC and
PEAK Detection

Stand-alone operation or remote control via
Interfaces

Safety circuit with two force-guided safety
relays

Measurement of current and voltage directly
on the high-voltage side
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Customized Testing Solution.

=  Test power tailored to
individual test
parameters

1 600mm

1 560mm

= Small or large system
depending on the
power output

1150 mm
1140 mm

\\
@ ca. 530 kg @ ca. 270 kg
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Technical Details.

1-55kVAC

= 0.5-400 mA 22000 VA
1-50kVAC

= 0.5-50mA 2500 VA
= 0.5-150mA /7500 VA
1-35kVAC

= 0.5-120mA 4200 VA
= 0.5-200mA /7000 VA
= 0.5-300mA 10500 VA
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Technical Details.

1-100 kV AC

= 0.5-200mA 20000 VA
, = 0.5-100 mA 10000 VA

7 1-75kV AC
‘ | = 0.5-100 mA 7500 VA
| = 0.5-120 mA 9000 VA
= 0.5-200mA 15000 VA
= 0.5-300mA 22500 VA

‘ “ 1-60 kV AC
= 0.5-150 mA 9000 VA
= 0.5-250 mA 15000 VA
= 0.5-300mA 18000 VA
= 0.5-350 mA 21000 VA
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Fields of Application.

J

/ @ Testing of rail vehicles
N

| Material tests, e.g., cables, insulation
‘ :é b b b
materials, ...
‘f Testing of energy plants
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